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Caratteristiche tecniche / Technical features 

Larghezza  
width 

A 
(cm) 

 
30.5 
30.5 
30.5 
30.5 
30.5 
30.5 
30.5 
36.5 
36.5 

Codice 
code 
 
 
 
AP/6 
AP/8 
AP/10 
AP/12 
AP/14 
AP/15 
AP/17 
AP/18 
AP/20 
 
 

Lunghezza 
length 

L 
(cm) 

 
200 
250 
300 
350 
400 
450 
500 
550 
600 

 G - Profilo Gradino/ profile step:                                                                                      29x29x1.5 mm 
 M - Profilo Montante /mast profile:                                                                                  85x25x1.5 mm 
 Materiale / Material                                                   Lega alluminio 6060 -T5 /alloy aluminium 6060-T5 
 Processo di saldatura / welding process:                                                           TIG UNI EN 9606-2:2006 
 Riferimenti normativi /normative references :                                                                   D.Lg. 81/2008   
 Portata /reach                              150 kg 
 Tappi antisdruciolo / antiskid caps 

 

 

Specifica Tecnica / technical specification 

Altezza 
height 

H 
(cm) 

 
182 
232 
278 
325 
371 
417 
463 
509 
556 

Gradini 
Gardens 
 
 
 

6 
8 
10 
12 
14 
15 
17 
18 
20 

Peso  
 weight 
(kg) 
 
 
4.5 
5.5 
6.5 
7.5 
8.5 
9.6 
11.0 
12.0 
13.0 
 

Volume  
volume 
(mc) 
 
 
0.06 
0.07 
0.09 
0.10 
0.12 
0.13 
015 
0.16 
0.18 

Larghezza  
width 

B 
(cm) 

 
35.5 
35.5 
35.5 
35.5 
35.5 
35.5 
35.5 
41.5 
41.5 

 


